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ART METAL CEILINGS 



Trade Maik 


Founded in 

SYDNEY, N.S.W. 
A.D. 1887 


Branches throughout 
the Commonwealth, 
New Zealand and the 
Far East. 




Trade Mark 


WUNDERLICH 
ART METAL 
CEILINGS 


An Australian Product 
Designed and manu¬ 
factured by Australian 
Craftsmen. 


The Hall, Metal Ceilings 


Wunderlich Limited are the originators and Pioneer Manufacturers of Art 
Metal Sheets for Ceilings and Walling. All the patterns in this catalogue are 
designed to meet the Architectural requirements for buildings in town or 
country. They are obtainable only from Wunderlich Limited, or their 
authorised distributors. Clients should see that they order only by the 
catalogue number. Our trade mark, shown herein, is your sure guide and 
our guarantee that you obtain the Wunderlich Manufactures. 


WUNDERLICH LIMITED 

Manufacturers 

Head Office - BAPTIST STREET, REDFERN - SYDNEY 


SYDNEY MELBOURNE. 

Postal Address: Box 4/4, G.P.O. Postal Address: Box 375, G.P.O. 
Showrooms: 56 Pitt Street Showrooms: 243 Collins Street 


ADELAIDE. PERTH 

Postal Address: Box 301, G.P.O. Postal Address: Box 383, G P O 
Showrooms: 113-119 Currie St. Showrooms: Lord Street 


BRISBANE. 

Postal Address: 12 P.O., Valley HOBART - - Macquarie Street 

Showrooms: Amelia St .Valley LAUNCESTON: 71 St. John Street 


And at WELLINGTON. N.Z. 













ART METAL CEILINGS 





WUNDERLICH LIMITED, The Ceiling People 


METAL SHOP WINDOWS 


r~~vjET AL EXTERIORS | 


The illustrations on this page show the uses of Wunderlich Manufactures, Exteriors and Awning in Metal ; 
a Wunderllich Cottage, comprising Stamped Steel Ceilings, Wall Linings, with a Tiled Roof. 


AWNINGS & SHOWCASES 


COPPER SP ,RE 
stjamesWSH 


A WUNDERLICH 
COTTAGE 
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ART METAL CEILINGS 




From Kitchen to Bedrooms 
throughout the Home the 

Metal Ceilings 

have proved exceptionally 
well adapted to meet all 
climatic conditions, and are 
universally popular. 


The well designed Ceiling of a room adds charm 
and distinction to the individual note of deco- 
ration, enhancing the Architectural features of 
the Building. 
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24 inches. 



ART METAL CEILINGS 


Metal Ceilings. Sheeting, Moulding, Border and Cornice. 

On pages 6 to 10 will be found a large variety of designs made in Diaper Sheeting; any of these can be 
used cut up to the Combination Border Finish, as illustrated on p p. 17. An embelishment to the ceiling 
is made by using a moulding and a border surround, to take up any inequalities in the size of a room : giving 

the centre a complete panel appearance. 

24 inches 



Materials used in this illustration— 

Panelling Moulding Border Cornice and Mitre 

No. 1351 No. 654 No. 464 Leaves, No. 32 

/page 13) 
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24 inches 


ART METAL CEILINGS 



Metal Ceilings Sheeting, Moulding, Border and Cornice. 

By the use of a moulded border very handsome Ceilings may be designed by dividing the area to be ceiled 
into suitable bays; the effect produced is that of the Ceiling having been specially designed for the 
particular room in which it is used. On receipt of sizes and particulars of the rooms to be ceiled we will 

be pleased to submit designs. 

| 24 inches 





Panelling No. 1439 
Pattern 24in. 

Stock Size Sheets 6ft. x 2 ft. 


Moulding and Boss No. 201 
Border No. 1406 


Cornice and Mitre Leaves 
No. 1385 
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ART METAL CEILINGS 


Steel Ceiling Borders 


These illustrations represent portion 
of Ceiling Border Patterns, 24inx 12in 


Border Diapers are used to make up any irregularities in the size of a room where patterns (24 inch etc.) which 
should not be cut, have been used in the design of the Ceiling. These border patterns are supplied in stock size 
sheets, 6 ft. x 2 ft; or cut into strips, 6, 8, and 12 inches wide. The patterns are not made with a cover bead 
joint; and therefore, can only be used as a ceiling material to cover a small area. No. 1406 will be found useful for 
covering soffits and girder casing. 



No. 1406 



No. 1387 



No. 1389 



No. 464 


Read pages 16 and 17 “ How to Fix” Wunderlich Metal Ceilings. 

Our service and suggestions in the matter of Metal Ceilings and Walling will 
cost you nothing; at all times our Artists are willing to supply designs for an 
installation that will increase the artistic appearance and efficiency of your 
Building. 

Half a ton of Wunderlich Ceiling material covers 2,160 sq. ft , one half ton 
of 5^ inch x 6 inch wood lining boards cover only 737 sq.ft, Wunderlich metal 
has three times the covering capacity. 
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ART METAL CEILINGS 



Steel Ceiling Diapers 


These illustrations represent portions of 
Ceiling Patterns, 24ins. x 24ins. Supplied 
in stock size sheets, 6ft. x 2ft. 
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No. 1107 
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HI ART METAL CEILINGS 


Steel Ceiling Diapers 


These illustrations reqresent portion of 
Ceiling Patterns, 24 ins. x 24 ins. Supplied 
in stock size sheets, 6ft. x 2ft. 


No. 1118 1 


No. 1420 ,2ins - 




No. 1396 1 8ins 
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No. 1424 I 
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ART METAL CEILINGS 



Steel Ceiling Diapers 


These illustrations represent portions of 
Ceiling Patterns, 24 ins. x 24 ins. Supplied 
in stock size sheets, 6ft. x 2ft. 


No. 1398 12 




No. 1478 ,2ins - 



eg 


wfm 


No. 1071 12 ms- 



No. 1074 12 ins- 
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ART METAL CEILINGS 



Steel Ceiling Diapers 


These illustrations represent portions 
Ceiling Patterns, 24in. x 24in. Supplied 
stock size sheets, 6ft. x 2 ft 



No. 1000 12 in 



No. 1055 12 in 



No. 1352 12 in - 



No. 1354 12 in - 
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24 inches 


ART METAL CEILINGS 



Steel Ceiling Panelling 


These illustrations represent portion of 
Ceiling Patterns 24 inch x 24 inch. 
Supplied in stock size sheets, 6ft. x 2ft. 


A Border and Moulding should be used with Ceilings formed 
the size of the room to avoid the cutting of pattern, suitable 


from these panels, to take up any irregularity 
cornice designs will be found on page 22-25. 


in 



24 inches 


24 inche 



No. 951 . 


No. 1381 . 




No. 1397 . 


No. 1439 . 
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24 inches I I 24 inches. 


art metal ceilings 



Steel Ceiling Panelling 


These illustrations represent portion of 
Ceiling Patterns, 24 ins. x 24ins. 
Supplied in stock size sheets, 6ft. x 2ft. 


All steel materials sent out from our Factory are primed on both surfaces with a coat of the best oil paint, 
which forms the ground for the decorator, who should, however, use only oil paint in the decoration of a 

ceiling—see “ How to Fix,” pages 16 and 17. 


24 inches. 



No. 1376 


I 


24 inches. 


I 



No. 1410 



No. 1399 



No. 1445 
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ART METAL CEILINGS 



Steel Ceiling Panelling. Ceiling patterns 24 ins. x 24 ins. 

Supplied in the following sizes: 

No. 1351 6ft. x 2ft. (three patterns) 4ft. x 2ft. (two patterns) 2ft. x 2ft. (one pattern). 

No. 1 350 Diagonal panel for finishing a rectangular space when sheeting is placed diagonally across the room. 


24 inches. 



No. 1351. 



No. 1350. 


Diagonal Panel en suite. 
Size, 2ft. x 2ft. on square. 


Steel Panels, Deep Embossing. 



No. 1161 

2ft. X 2ft 



No. 746. 

2ft. X 2ft. 
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Pugc Thirteen. 


24 inches. 




















































A ART METAL CEILINGS 

Metal Ceilings Panelling, Moulding, Border and Cornice, 

This illustration shows a portion of Ceiling area with Cornice, Border and Moulding, with Panelling, the 
unit of panel design being 24in. x 24in. 



Panelling No. 1499 Moulding No. 201 

Pattern 24in. x 24in. Border No. 1406. 

Stock size shests 6ft. x 6ft. 


Cornice No. 1438 

And Mitre Leaves. 
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ART METAL CEILINGS 



Metal Ceilings. Panelling, Moulding, Border and Cornice. 

For this class of Ceiling accurate measurement of the room should be sent, and we will supply working 
plans showing arrangement of panels; unit of design 3ft. x 2ft., Moulding, Boarder and Cornice en suited 



Panelling No. 1500 

Pattern 36in. x 24in. 
Stock size sheets, 6ft. x 2ft. 


Moulding No. 201. Cornice No 1438 

Border No. 1406. and Mitre Leaves. 
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ART METAL CEILINGS 


How to Fix Metal Ceilings. 

GENERAL REMARKS 

erection will be of value:— r . , c 

Tn fivinp the tools required are :—Hammer, Bradawl, Punch, Pair of Snips and Saw. i r r 

Procedure.— In the case of New Buildings, a bevelled ground should be fixed, fowhic is secure ‘ s hould 

the bottom of cornice, and the walls floated before the Metal Material is fixed. For old U P 8 

For^he body of the ceiling mark on the ends of the outside joists the distance which t^e cornice is ^tc 
from the walls. These marks denote the Centre of the Batten carrying the top of cornice and the end 
ceilings sheets. Space out for l'/ 2 in. x lin. Oregon ceiling battens at 12in centre to centre, starting from t ^ 

of the room if it is desired that the ceiling pattern should be cut equal at the sides of the room , room 

of our smaller pattern diaper sheetings it is sufficient to start with a pattern from one side and end of 
in which case the battens can be spaced 12in. centre to centre from the centre of the cornice batten. L 
battens to take the ends of metal sheets ; also on two sides of the room fix trimmers level with under 
joist, to which nail the cornice batten. 

Fix wood brackets behind angles and cornice joints. A batten must be fixed under all joints. 

METAL FIXING. 

Cornice. —For mitring, allow one length of the Cornice to butt on to the wall, scribing the opposite length 
to it, covering the joint with a mitre leaf, using a little putty on the edge of the leaf before pressing it into t e 
angle, then nail to battens and brackets. . r Jrif , 

Sheeting.— Our sheets are trimmed true, and always lap at the joint. When the Cornice is fixed, start nxing 
the sheets from the centre or side of the room, according to the spacing of the battens. 

To ensure a first-class job, temporarily tack the ceiling sheets in position, ascertaining if the lines are correct 
before completing the nailing. When all the sheets are nailed home, go over the joints with a small blunt tool, 
and tuck edges so that they lie close and even. 


Sections of Ceilings, 


showing methods of fixing. 




Mitre Leaves. 

Supplied 
lor all angles of 
Cornice Moulding. 

For Mitre Blocks 
see page 17. 


Wood Bracket 
at Joints. 

- > 



jm 


m 

'd 



Section No. 1. 

Diaper ceiling, Scotia finish. 


Having fixed battens as previously described, first fix scotia to the ceiling barten. Wood brackets are used at tbe 
joints of the scotia. On account of the depth of this scotia being less than 2in., no batten ia necessary on 
wall. 




Section Nj. 2. 

Diaper or panelling cut up to a large border finish. 


Being in one piece, the cornice border and moulding is easily fixed. As the border is of a standard width, 1 
ceiling pattern must be cut up to the moulding. 


Section No. 3. 



Ceiling of Sheet Panelling, with Cornice, Border, and Moulding 
in three separate pieces. 

Note: Many of our Cornices and Mouldings are provided with a’bead on the 
edge to go over filling or border pattern, and so avoid close trimming or r 
sheet. 


The use of separate border and moulding enables the pattern in the ceiling to work out with a full ornament. 
The border can be cut to make up irregularities in the size of the room. 
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ART METAL CEILINGS 



A 


c 

v 


CQ 


Joists 


> 



Combination 
Border Cornice 
and Sheeting 
in Steel. 

Internal and External 
Angle Mitre Blocks 
are supplied with 
Border Cornice. These 
blocks materially assist 
in the economy and 
ease of fixing. 


Mitre Block 


Battens Spaced 12in. Centre to Centre. 



Portion of Ceiling showing Diaper No. 1055. Pattern 12 in. For method of fixing Wunderlich Ceilings see page 16. 
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ART METAL CEILINGS 



Steel Dado Panels and Wall Lining 

An ideal wall lining for Halls, Passages, Shops, Offices, Schools, etc. 

The advantages of the Wunderlich stamped metal linings are their fire^resisting qualities, and unlike other 

materials, are little liable to injury. 



Combined 
Dado, 
Frieze and 
Moulding. 

No. 1349. 


Size — 
6ft. x 3ft. 
-> 


No. 1329 . 

Sheets — 
6ft. x 2ft. 

Diaper 

Pattern 

only. 


No. 1327. 
Frieze and 
Moulding. 

I2in. deep. 



Dado No. 1471. 

Stock size sheets, 6ft. x 3ft. 



No. 1368 Anglestrip External. 



Dado No. 1349. 

Complete. Stock size sheets, 6ft. x 3ft. 


No. 1369 Anglestrip Internal. No. 1370 Cornice Flange. 


How to Fix Dados and Wall Linings. 

Dado and Wall Lining Materials are attached to battens fixed to plugs in the wall, or nailed to wood studs, but 
it is advisable that the lower three feet of the Metal Sheeting be attached to wood lining boards in lieu of battens. 
If the ceilings are also to be of metal, they should be fixed first. 

1. Obtain the height ot dado, and strike a perfectly horizontal line for top of dado panels, allowing for 
height of wood skirting. 

2. Now fix the battens for Metal Sheeting in a similar manner as for Ceilings, bearing in mind that it is 
essential to get an equal amount of the pattern on each side of the room. A batten should be placed 
under each joint, and one under the centre of the sheet. 

3. When all battens are in position, fix dado moulding and angle strips. (See No. 1368, 69, 70.) 

4. Dado Panels and Metal Sheeting should now be fixed. Place the lower bead of the wall sheet along the 
flange on the dado moulding, and cut the pattern up to the bottom flange of the Cornice. To make a 
good joint where the sheets are cut against the cornice, an extra flange piece should be used under the 
Cornice. This piece (No. 1370) should be fixed at the same time as the Cornice. 
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ART METAL CEILINGS 



Steel Wall Lining 


This illustration of complete Wall 
Lining, shows the use of panelling as 
wainscot with a Frieze and Cornice 
above. 


Cornice 
No. 1099 


Filling 
No. 464 


Rail 

No. 1097 


Panels 

No. 1431 


Panels 
No. 1432 


Wood 

Skirting. 




No. 1149. 

With horizontal jointing 
Sheets in stock sizes, 6ft. x 2ft. 



No. 1466. 

With horizontal jointing. 
Sheets in stock sizes, 6ft. x 2ft. 


Steel Wall Sheeting 

These sheets jointing horizontally, with the 
pattern running vertically are Easy to Fix, 
and make a perfect wall lining. Half a ton 
weight of steel sheets cover 2,160 super feet, 
no other wall lining can be built so 
economically. 
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ART METAL CEILINGS 



Steel Wall-linings and Dados 


Wunderlich Materials are an essential factor in the rapid building or renovations of properties: a fire- 
retardant and a profitable investment. It can be used for partitions or lining old work, thus saving a deal of 
trouble in making alterations to premises. 



No. 1086. 

With Horizontal Jointing. 
In stock size sheets, 6ft. x 2ft. 


No. 1034 

Sheets are fixed Vertically, 
^ In stock size sheets, 6ft. x 2ft. 

Dados 



No. 927. 


No. 686. 


No. 929. 


These Dados supplied in stock size sheets 6ft. x 3ft. The unit of design being 3ft. high and 12 inch 


vide. 
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Page Twenty. 



































































































































ART METAL CEILINGS 



Steel Mouldings and Soffits ,en8th! 



Steel Frieze. No. 709. 12in. wide. 



Steel Moulding, No. 864. lOin. girth. 

Soffits and Beam Casings 



Section. 



Soffit and Extens’on Stiles, No. 1348, with extension frcm 6in. to 9in. 



Soffit and Extension Stiles No. 1335, with extension from I5in. to 18in. 

» >> >, No. 1334, „ ,, ,, lOin. to 14in. 

Illustrations of stock patterns for Soffits of beams formed with Extension Stiles, which allow for variations in the widths required. 

The Soffits are manufactured in maximum widths only, the customer having to cut the Stile to suit the width of the beam. Materials for 
covering the sides of the beam in conjunction with the Cornice can be selected, where the sizes are suitable, from Borders and Frieze 
and from Diaper Fillings l page 6j. 



J * 

Diagram illustratingExtension Stiles for 
Beam Casing, Intersection Panels can be 
supplied for these Soffits. 
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ART METAL CEILINGS 



Plain and Enriched Steel Mouldings. 

Supplied in stock lengths of 6 feet. 

Mouldings are used so that Panelling may be employed in the Ceiling without having the pattern cut. The 
Moulding forms the joining piece between body of the Ceiling and the Border. Bosses are used for all mitres. 
(See Price List.) 


No. 201. 3 in. girth. 




No. 205. V/z in. girth. 

No. 654, a similar Moulding, 3)4 in. wide. 


No. 204. 4 in. girth. 



No. 499. 4 in. girth. 





No. 1361. 5 in. girth. 

Used with No. 1360 Suite. (See Cornice, No. 1363.) 




No. 1173. in. girth. 


L_ 


No. 372. 5)4 in. girth. Dado rail. 





Plain 


Steel 


Cornices. 


Supplied in lengths We stock Mitre Leaves for these Cornices 
of 6 feet. 1 see Price List). As the bottom flange of all 

our Cornices returns into the wall, an extra 
flange, supplied in a separate piece, should 
be ordered when the walls are also to be of 
metal. 


Scotia Mouldings may be had of two kinds : — 
No. 878. IVz in. True Scotia, 3in. girth. 
No. 933. 1 Vz\v\. O.G. Moulding, 3in. girth. 



No. 878 No. 933. 



No. 765. in. girth. 
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ART METAL CEILINGS 



Combination Cornice Border and Moulding. 

These illustrations of Wunderlich Manufactures are reproductions from photographs. Borders and Cornices of 
Metal give the finish to a room that no other material would. 

Stamped in Steel. Supplied in stock lengths of 6 feet. 

Internal and External Mitre Blocks are supplied with Border Cornice. 

See Instructions “ How to Fix,” pages 16 and 17. 






No. 1312. 6in. wide. 


-ji 

5 

\ 

itf 


No. 1314. Sin. wide. 


■) 




No. 1443. 9in. wide. 



No. 1460. 12in. wide. 
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ART METAL CEILINGS 



Enriched Steel Cornices Supplied in lengths of 6 feet 


Leaves are used tor the mitres of these cornices. <See Price List). The sizes given of the depths of our Cornices 
are from the underside of battens, and not underside of joists. When the walls are also to be ot metal, sufficient 
extra flange should be ordered. This is fitted into the bottom flange of the Cornice, and is turned down 
the wall. (See “ How to Fix Wall Linings 


\\ 






No 1172 21oin girth. 





No. 1076 . 5J/£ih girth 




No 1131. 7in. gi.th. 



No. 955 9in. girth. 




No, 1305 . 13in girth. 


Page Tw enty-four. 


WUNDERLICH LIMITED, The Ceiling People 
































ART METAL CEILINGS 


Enriched Steel Cornices. 



Supplied in stock lengths of 6 feet 



No. 1306 . 12in. girth. 



No. 1382 . 12 if in girth. 



No. 1363 . llin girth. 

Top member of Cornice intersects with Moulding No 1361 ; 
also with Cornice No. 1438, and Moulding No 1361. 
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ARCHITECTURAL ACCESSORIES 



Wunderlich Manufactures in Zinc and Steel. 


Manufacturers and Sheet Metal Workers of all classes of Metal Enrichments for Buildings. 
We are prepared to carry out details to Architects’ own designs. 



No. 1389 

Wunderlich ‘ Hurricane” Skylight. 

Made in Strong Galvanized Iron- When order¬ 
ing state whether for slate, tile, or iron roof. All 
frames sent out unglazed. Glass extra Clips 
holds glass in position ; no putty required. 

Made in stock sizes. Glass measurements : — 

2ft. x 2ft., 3ft. x 2ft., 4ft. x 2 ft., 4fr. x 3ft. Larger 
frames made to any size. Prices on application. 

Wunderlich ”Princep3” Glazing Bars. 

For Studios, Billiard Rooms, and roofs requiring 
a large light area. Prices on application. 


No. 3. Glazing Bars. 



Section- 




No. 647 

Scroll End Finial, 

Galva nized Steel 
(double faced). Height 
11 in ; base, 8in Made 
to slip over ordinary 
roll ridge. 



Height, 2 ft. 7in. 

The Hood can be applied to a wood or brick building by six screws. 
Fish Scale supplied in 6ft lengths or under as required, or lengthened 
up to 7ft. 6in. For longer hoods a centre bracket is required. 



Section of 
Glazing Bars. 


No. 268 

Finial (Zinc). Height, 2 ft- 
3in. Special’ bases for hips, 
etc., made to order. 


No. 274 

Weather Vane (Zinc'- 
Height, 3ft. 3in. Special 
designs for Clubs, Pavilions, 
etc., made to order. 
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ARCHITECTURAL ACCESSORIES 

Ventilators in Zinc and Steel. 




No. 142 . Size 9in. x 6in. 

Galvanized Steel Louvre Ventilator. 

(Suitable for Weather-board Buildings.) 


No. 121 . Size 9in. x 6in. 

Cast Louvre Ventilator. 

'Suitable for Brick Work). 


No. 1480 . 

(Stamped in Steel). 



No. 803 . Size, 9in. x 6in. 
Open Face Ventilator. 

(Stamped in Steel). 


No. 1480 . Size, 9in. x 6in. 
(Stamped in Steel). 

Hit or Miss Vent (Knob). 
No. 1481 . Hit or Miss (Swivel). 
No. 1482 . Open Face Vent. 


No. 1481 . 



No. 1482 . 
(Stamped in Steel). 


No. 88. 

Ventilating Panel. 

Perforated Steel. Pattern lf^in. x l?£in. 

This Ventilating Panel is made in any size 
from 18in. x 24in. upwards. 

Similar Stock Panels, stamped in one piece 
in following sizes :— 

No. 1153 . 12i it . x 12in. 

No. 1155 . 24in. x24in. 

The two smaller sizes having Mouldings 
in proportion. 



No. 142 (Galvanized Steel. 



No. 121 (Cast). 



No. 803 

(Stamped in Steel). 








No. 88 (Stamped Steel). 


Wunderlich Limited 
specialise in the 
production of Shop 
^Window Mouldings, 
Name Plates, and 
Metal Letters 
for Signs. 


Designs on 
application. 


Hammered Copper 
Name PJates. 



Frices on application. 
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ART METAL CENTRES 



Steel Centre-flowers. 



No. 335 

19/4' inch, diameter. 



No. 1096. 

2024 inch diameter. 
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ART METAL CENTRES 


Centre-flowers Embossed in Sheet Metal 




No. 907. 29in. x 29in. 

Stamped in Steel. 



No. 89. 

Centre-flower No. SJ may be purchased in the following sizes 
Diameter. 1ft. 6in., lf t . 9 in > 2ft. ,2ft. 3in., 2ft. 6in., 2ft. 9in, 3ft.. 
3rt. ;in., 3ft. 6in. Ring Moulding without the perforated panel 
supplied in above sizes 

No. 88. Ventilating Panel Square. 




ioo rerrorao-'j 

No. 88 . Ventilating Panel may be purchased in any size from 
lit. 6in. x 2ft. upwards. We countersink the moulding ready for 
screws for fixing. No. 130, l 5 sin. pattern, perforated. 

We stock panels stamned in one piece in the following sizes : 
No. 1153. 12in. x 12in. No. 1155. 24in. x 24m. 


Steel Panel for Circular Centre Flowers. 



No. 1100. 2ft. x 2ft. 

Centre flowers up to lft. 8in. diameter may be fixed in this 
panel. No. 821. lft. 6in. x lft. 6in. Similar design to No. 
1100. To take centre-flowers up to Hin. diameter. 

These Panels have been specially designed to take circular 
centre-flowers. We perforate each panel so as to allow 
sufficient ventilation. 

The Centres are either supplied separate or put in Panels 
complete. We advise the use of these Panels in all cases, as 
by their employment the awkward cutting pattern is avoided. 



No. 9S8. 2ft. 6in. x 2ft. 6in. 

Centre-flowers up to lft. I I in. diameter can be fitted in this Panel. 
This design also supplied in the following sizes : 

No,985, 4ft x 4ft., to take centre-flowers up to 41 in. diameter. 

No. 986, 3ft. 6in. x 3ft. 6in., to take centre-flowers up to 33in. diameter. 
No. 987, 3ft. x 3ft., to take centre-flowers up to 28in. diameter. 
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ART METAL WALLING 



Wunderlich Rock-faced, Brick, Stucco, 

and Fish-Scale Metal Sheeting. In Galvanized Steel. 

These materials form ideal linings for Country Residences, Shops, Picture Theatres, Halls, Schools, Churches, etc. 
The sheets are light in weight, and pack in a small space, easily transported, and easy to fix. 



A 


No. 990, Rock-faced Pilaster Sheets. No. 989, Rock-faced Sheeting. 


No. 989, Rock-faced Steel sheets supplied of 
the following dimensions:— 


5ft. lOin. x 10)4 in. high, 3 blocks to a sheet 


3ft. 10)4in. x 10)4in. 
lft. ll ^in. x 10 Vz in. ,, 
lft. 7 % in. x 101/2 in. ,, 
lft. 4in. x 10 V<i in. high, 

lft. 2 in. x lO^in. „ 

lft. lin. x lOKin. ,, 

ll^in* x 10>4in. ,, 


1 block to a sheet 
1 
1 
1 
1 
1 


No. 990 .Pilaster Sheets, lft. 1 % in. wide x 5ft. 3 in. 
high, 6 blocks to a sheet (vertical). 



VOUSSOIR 
BLOCKS 
for Arches 
in 

Galvanizee 

Steel. 


(For Sizes see below) 

Voussiors for Rock-face Arches:—4ft. radius, 6ft. 6in. radius, 14ft. radius, 17ft. 6in. radius, 25ft. radius. 


No. 1147, Vermiculated Face Quoin Blocks, made in two sizes:— 

lft. \l%\n. x 10 Vz in. high, 1 block to a sheet; llfsin. x 10)4 in. high, 1 block to a sheet. 

These work in with No. 989 (Rock-face) and No. 1046 (Brick Sheeting). 

No. 1046, Brick Sheeting, in Galvanised Steel; supplied in sheets, 6ft. x 2ft. llin. Covering capacity, 5ft. Sin. 
x 2ft. llin. This design is specially made to work in with our Rock-faced Sheets; blocks suitable for 
Quoins are sizes lft. 4in. x 10)4in. and llf£in. x 10>4in. 

The pattern No. 1046 is not the same as that of Steel Brick Sheeting, No. 220 , which is made 
for interior lining, suitable for Dados, walling, etc., for bathrooms, kitchens, shops, etc. 

No. 1097. Galvanized Architrave for use with Rock-face or Brick ; sizes 4in. x l l /& in. 

No. 1146. Steel Hip Moulding; size 2in.; stock length, 6ft. This moulding bends readily to any curve. 


WUNDERLICH LIMITED, The Ceiling People 
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ART METAL WALLING 



Exterior Wall Linings in Steel and Zinc. 



No. 930. Rough Cast in Zinc. 

Supplied in sheets 6ft. x 3tt. 

No. 1045. Galvarized Steel 
Rough Cast Sheeting. 

Supplied in Sheets 6ft. x 3tt. and 
6ft. x 2ft. 


Metal Rough Cast Sheeting for 
Gables, Friezes, Balcony Fronts, 
etc. These sheets are easily fixed 
to wood framing. They are 
superior and more suited to this 
climate than the usual form of 
rough cast work. It is perfectly 
weather proof and permanent. 


No. 189 
Fish Scale 
Sheeting 

Pattern 3Vs in., 
in Galv. Steel. 

No. 190. Pattern 
2^4in. x 2 Uin. 
No. 751. Pattern 
524in. x 5j4in 


Fish Scale. 

Galvanized 

Steel. 

Stock size sheets 
6ft. x 3ft. and 
6ft. x 2ft. 

Stamped in Zinc, 
stock size sheets, 
6 ft. x 3 ft. 



No. 1147 

Vermiculated Face Quoin Blocks, 
for sizes see page 30. 


No. 1046 

Brick Sheeting 
in Galvanized Steel. 



in. 

No. 189. Fish Scale Sheets in 
Galvanized Steel or Zinc. Supplied 
in sheets 6ft. x 3ft. ; covering capa¬ 
city, 5ft 10!oins. x 2ft. lO^in ; 
size of scale, 3->£in. x 3ysin. 


WUNDERLICH LIMITED, The Ceiling People 
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ART METAL CEILINGS 



Honour Rolls 

in Hammered Copper and Brass. 


Wunderlich Manufactures 

Australian Products for Australian People 

Artistic, Permanent, Economical. 
Weather-proof, Durable, Fire-proof. 

The installation of these welLproved Building Materials 
makes the place a Home, not merely a habitation, they 
prove a reliable asset in comfort and values. 

METAL CEILINGS 
“DURABESTOS” 

Asbestos — Cement Sheets for Walls and Roofing 

“CEILTYE” 

The Australian Plaster Board 

ROOFING TILES 

Wunderlich Marseilles Pattern 
Made in Australia. 



Registered Trade Mark. 


Clients are advised to order 
only by the numbers which 
indicate designs, etc,, in the 

WUNDERLICH 

CATALOGUE, 

and to verify all Wunderlich 
Materials by the Registered 
Trade Mark. 



Show Case. 

You cannot afford to hide the goods you 
want to sell. Place your attractive goods 
before the public in an attractive way by 
installing a Wunderlich Shop Front. 



Our Artists and Shop Fitters give individual attention to every class oj Business. 
Write us, ice offer you helpful suggestions, and uill provide sketches and estimates. 


Z.A. No. 88. 
30.9.19. 


Wholly set up and printed in Australia hy Arthur McQuitty &. Co., 451a Kent Street. Sydney, 
and published by Wunderlich Limited, Regd. Offices. Baptist St.’, Red fern, N.S.W. 
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